
SOLENÓIDE/ SOLENOID SWITCH / SOLENOIDE

        

     

Relé de comando ZM 901    24v       CAP ZM Ñ-intercambia

Código Original do Solenóide / Solenoid Original Code / Código Original del Solenoide
 BOSCH:
  0.331.100.016
  0.331.101.006
  0.331.101.009
 DELCO REMY:
  19024320

Código do Motor / Starter Code / Código del Motor
 BOSCH:
   0.001.410.021
   0.001.410.041
   0.001.410.089
   0.001.416.002
   0.001.416.078
   0.001.416.079
   0.001.417.001
   0.001.417.064
   0.001.417.078
   9.000.084.007
   9.000.084.008
   9.000.084.010
   9.000.084.012
   9.000.084.014
   9.000.084.015
   9.000.084.018
   9.000.084.019
   9.000.084.021
   9.000.084.022
   9.000.084.023
   9.000.084.024
   9.000.084.026
   9.000.410.021
   9.000.410.036
   9.000.410.041

Aplicação / Used on / Aplication
Montadora / Car
Maker   

Veículo / Vehicle   Variação do modelo / Model variation:   De / From:Até / To:   

DAF FA 85.330 with WS 242 engine 1992 1998
with WS 242 M engine 1992 1998
with WS 242 L engine 1992 1998

FA 95.310 with WS 225 engine 1987 1990
FA 95.350 with WS 259 engine 1987 1990
FA 95.360 with WS 268 G engine 1990 1998

with WS 268 L engine 1990 1998
with WS 268 engine 1990 1998

FA 95.400 with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 L engine 1990 1998
with WS 295 M engine 1990 1998

FA 95.430 with WS 315 G engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998
with WS 315 engine 1992 1998

FAD 95.350 with WS 259 engine 1987 1990
FAD 95.360 with WS 268 engine 1990 1998

with WS 268 G engine 1990 1998
with WS 268 M engine 1990 1998
with WS 268 L engine 1990 1998

FAD 95.400 with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 L engine 1990 1998
with WS 295 M engine 1990 1998

FAD 95.430 with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998

FAG 95.350 with WS 259 engine 1987 1990
FAG 95.360 with WS 268 engine 1990 1998

with WS 268 G engine 1990 1998
with WS 268 L engine 1990 1998
with WS 268 M engine 1990 1998

FAG 95.400 with WS 259 engine 1990 1998
with WS 259 G engine 1990 1998
with WS 259 L engine 1990 1998
with WS 259 M engine 1990 1998

FAG 95.430 with WS 315 M engine 1992 1998
with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998

FAK 95.360 with WS 268 engine 1990 1998
with WS 268 M engine 1990 1998
with WS 268 L engine 1990 1998

FAK 95.400 with WS 259 engine 1990 1998
with WS 259 L engine 1990 1998
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with WS 259 M engine 1990 1998
FAK 95.430 with WS 315 engine 1992 1998

with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998

FAR 95.310 with WS 225 engine 1987 1990
FAR 95.330 with WS 242 engine 1990 1993
FAR 95.350 with WS 259 engine 1987 1990
FAR 95.360 with WS 268 engine 1990 1998

with WS 268 G engine 1990 1998
with WS 268 L engine 1990 1998
with WS 268 M engine 1990 1998

FAR 95.400 with WS 259 engine 1990 1998
with WS 259 L engine 1990 1998
with WS 259 M engine 1990 1998
with WS 259 G engine 1990 1998

FAR 95.430 with WS 315 engine 1992 1998
with WS 315 M engine 1992 1998
with WS 315 L engine 1992 1998

FAS 95.350 with WS 259 engine 1987 1990
FAS 95.360 with WS 268 engine 1990 1998

with WS 268 G engine 1990 1998
with WS 268 M engine 1990 1998
with WS 268 L engine 1990 1998

FAS 95.400 with WS 259 engine 1990 1998
with WS 259 G engine 1990 1998
with WS 259 L engine 1990 1998
with WS 259 M engine 1990 1998

FAS 95.430 with WS 315 M engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 engine 1992 1998

FAT 95.350 with WS 259 engine 1987 1990
FAT 95.360 with WS 268 L engine 1990 1998

with WS 268 M engine 1990 1998
with WS 268 engine 1990 1998
with WS 268 G engine 1990 1998

FAT 95.400 with WS 295 L engine 1990 1998
with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 M engine 1990 1998

FAT 95.430 with WS 315 M engine 1992 1998
with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998

FT 85.330 with WS 242 M engine 1992 1998
with WS 242 engine 1992 1998
with WS 242 L engine 1992 1998

FT 95.310 with WS 225 engine 1987 1990
FT 95.330 with WS 242 engine 1990 1993
FT 95.350 with WS 259 engine 1987 1990
FT 95.360 with WS 268 engine 1990 1998

with WS 268 G engine 1990 1998
with WS 268 L engine 1990 1998
with WS 268 M engine 1990 1998

FT 95.400 with WS 295 L engine 1990 1998
with WS 295 M engine 1990 1998
with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998

FT 95.430 with WS 315 M engine 1992 1998
with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998

FTG 95.350 with WS 259 engine 1987 1990
FTG 95.360 with WS 268 M engine 1990 1998

with WS 268 engine 1990 1998
with WS 268 L engine 1990 1998

FTG 95.400 with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 M engine 1990 1998
with WS 295 L engine 1990 1998

FTG 95.430 with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998

FTR 95.360 with WS 268 engine 1990 1998
with WS 268 L engine 1990 1998
with WS 268 M engine 1990 1998

FTR 95.400 with WS 295 engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 L engine 1990 1998
with WS 295 M engine 1990 1998

FTR 95.430 with WS 315 M engine 1992 1998
with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998

FTS 95.350 with WS 259 engine 1987 1990
FTS 95.360 with WS 268 L engine 1990 1998

with WS 268 engine 1990 1998
with WS 268 M engine 1990 1998

FTS 95.400 with WS 295 G engine 1990 1998
with WS 295 L engine 1990 1998
with WS 295 M engine 1990 1998
with WS 295 engine 1990 1998

FTS 95.430 with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998

FTT 95.360 with WS 268 engine 1990 1998
with WS 268 L engine 1990 1998
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with WS 268 M engine 1990 1998
FTT 95.400 with WS 295 engine 1990 1998

with WS 295 M engine 1990 1998
with WS 295 G engine 1990 1998
with WS 295 L engine 1990 1998

FTT 95.430 with WS 315 engine 1992 1998
with WS 315 L engine 1992 1998
with WS 315 M engine 1992 1998

Montadora / Car
Maker   

Veículo / Vehicle   Variação do modelo / Model variation:   De / From:Até / To:   


